
Approval ~~te: I Dec~mber 21, 2007

TXLED-A-OOO13
TCEQ Assigned
Identification Number:
Approved alternative
diesel fuel formulation

Biodiesel blend: comprised of 5 percent or less by volume ASTM D6751-
compJiant BI00 biodiesel and 95pe;rcent or more by volume diesel fuel as
defined under 30 T AC § 114.6 that is compliant with the TxLED regulations
specifi~d!1nQ~r1Q TAG § 114.312 o~& 114.318.

EP A Registration Number
and Name: Applicable to any BPA registered ASTM D675 I-compliant BIOO biodiesel

Additive Idemit,y: ASTM D6~1-compliant BIOO biQQiesel
Additive Concentration /
Treatment Rate:

The maximum additive concentration is 5 percent by volume of ASTM
D67 51-~ompliantB I 00 biodiesel per gallon of TxLED-compliant diesel
fuel.

Base Diesel Fuel
Specifications:

All base diesel fuels to be used for blending this formulation must comply
with the following specifications:

.

Any diesel fuel as defined under 30 TAC §114.6 that is compliant
with the, TxLED regulations specified under 30 TAC §114.312 or
§114.3t8.

Base Biodiesel
Specifications:

All biodiesel tob~ used for blending this formulation must comply with the
following specifications:

.

Any biodiesel (BI00) Grade S15 in compliance with ASTM
D6751-07b (Standard Specification for Biodiesel Fuel Blend Stock
(BI00) for Middle Distillate Fuels) or the current active version of
ASTM D6751 may be blended with any TxLED-compliant diesel
fuel.
Any biodiesel (B 1 00) G~de S500 in compliance with ASTM
D6751-07b (Standard Specification for Biodiesel Fuel Blend Stock
(BlOO) for Middle Distillate Fuels) or the current active version of
ASTM D6751 may be blended with any TxLED-compliant diesel
fuel that is not limited to a maximum sulfur content of 15 DDm.


